
500W-T24
PHILIPS CODE: 6800C
Interchangeable with T17

Voltage  = 240V 
Lamp life (50% h) = 900
Lumens (lm)  = 9500 
Colour Temp (k)  = 2950
Burning position  = Any 
LCL (mm)  = 55.6

P28s

500W-T25
PHILIPS CODE: 6820P
Interchangeable with T18

Voltage  = 240V 
Lamp life (50% h) = 360 
Lumens (lm)  = 11000 
Colour Temp (k)  = 3000
Burning position  = Any 
LCL (mm)  = 46.5

GY9.5

650W-T21
PHILIPS CODE: 6998P
Interchangeable with T12

Voltage  = 240V 
Lamp life (50% h) = 900 
Lumens (lm)  = 12600 
Colour Temp (k)  = 3000
Burning position  = Any 
LCL (mm)  = 55

GX9.5

130mm 90 110mm

650W-T27
PHILIPS CODE: 6823P
Interchangeable with T26
Voltage  = 240V 
Lamp life (50% h) = 600 
Lumens (lm)  = 14500 
Colour Temp (k)  = 3050
Burning position  = Any 
LCL (mm)  = 46.5

GY9.5

1000W-T19
PHILIPS CODE: 6996P
Interchangeable with T11

Voltage  = 240V 
Lamp life (50% h) = 900 
Lumens (lm)  = 21000 
Colour Temp (k)  = 3050
Burning position  = Any 
LCL (mm)  = 55

GX9.5

1000W-T20
PHILIPS CODE: 6996C
Interchangeable with T14

Voltage  = 240V 
Lamp life (50% h) = 900 
Lumens (lm)  = 21000 
Colour Temp (k)  = 3050
Burning position  = Any 
LCL (mm)  = 55.6

P28s

1200W-T29
PHILIPS CODE: 6897P
Voltage  = 240V 
Lamp life (50% h) = 480 
Lumens (lm)  = 27600 
Colour Temp (k)  = 3000
Burning position  = Any 
LCL (mm)  = 67

GX9.5

90mm 125mm 120mm110mm

300W-CP81
PHILIPS CODE: 6872P
Voltage  = 240V 
Lamp life (50% h) = 180 
Lumens (lm)  = 7050 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 46.5

GY9.5

500W-CP82
PHILIPS CODE: 6873P
Voltage  = 240V 
Lamp life (50% h) = 180 
Lumens (lm)  = 13500 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 46.5

GY9.5

650W-CP89
PHILIPS CODE: 6638P
Voltage  = 240V 
Lamp life (50% h) = 180 
Lumens (lm)  = 16500 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 46.5

GY9.5

90mm 90mm 90mm

650W-CP67
PHILIPS CODE: 6993P
Interchangeable with CP23

Voltage  = 230V 
Lamp life (50% h) = 120 
Lumens (lm)  = 16500 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 55

GX9.5

650W-CP68
PHILIPS CODE: 6993Z
Interchangeable with CP39

Voltage  = 230V 
Lamp life (50% h) = 120 
Lumens (lm)  = 16500 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 63.5

G22

1000W-CP77
PHILIPS CODE: 6983P
ANSI = FEP

Voltage  = 240V 
Lamp life (50% h) = 180 
Lumens (lm)  = 26000 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 60.5

G9.5

1000W-CP63
PHILIPS CODE: 6984P
(reflector)

Voltage  = 230V 
Lamp life (50% h) = 180 
Lumens (lm)  = 22500 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 55

GX9.5

110mm 140mm 101mm 110mm

1000W-CP71
PHILIPS CODE: 6995Z
Interchangeable with CP40

Voltage  = 240V 
Lamp life (50% h) = 240
Lumens (lm)  = 25000 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 63.5

G22

140mm

1000W-CP70
PHILIPS CODE: 6995P
Interchangeable with CP24

Voltage  = 240V 
Lamp life (50% h) = 240
Lumens (lm)  = 25000 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 55

GX9.5

1200W-CP90
PHILIPS CODE: 6895P
Voltage  = 230V 
Lamp life (50% h) = 240 
Lumens (lm)  = 30000 
Colour Temp (k)  = 3200
Burning position  = VBD + 90 
LCL (mm)  = 67

GX9.5

2000W-CP92
PHILIPS CODE: 6975Z
Voltage  = 240V 
Lamp life (50% h) = 400 
Lumens (lm)  = 50000 
Colour Temp (k)  = 3200
Burning position  = VBD + 90 
LCL (mm)  = 90

G22

2000W-CP72
PHILIPS CODE: 6994P
Interchangeable with CP43
Voltage  = 240V 
Lamp life (50% h) = 480 
Lumens (lm)  = 50000 
Colour Temp (k)  = 3200
Burning position  = VBD + 90 
LCL (mm)  = 70

GY16

2000W-CP73
PHILIPS CODE: 6994Z
Interchangeable with CP41

Voltage  = 240V 
Lamp life (50% h) = 480 
Lumens (lm)  = 50000 
Colour Temp (k)  = 3200
Burning position  = VBD + 90 
LCL (mm)  = 127

G38

2500W-CP91
PHILIPS CODE: 6894Y
Voltage  = 240V 
Lamp life (50% h) = 400 
Lumens (lm)  = 65000 
Colour Temp (k)  = 3200
Burning position  = VBD + 90 
LCL (mm)  = 90

G22

5000W-CP85
PHILIPS CODE: 6963Z
Interchangeable with CP29

Voltage  = 240V 
Lamp life (50% h) = 285 
Lumens (lm)  = 132500 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 165

G38

110mm 120mm 175mm 145mm 210mm 175mm 280mm

600W-GLB
PHILIPS CODE: 6991P
Voltage  = 240V 
Lamp life (50% h) = 1500 
Lumens (lm)  = 13000 
Colour Temp (k)  = 3100
Burning position  = Any 
LCL (mm)  = 60.5

G9.5

575W-HPL575
PHILIPS CODE: 7007
Voltage  = 240V 
Lamp life (50% h) = 400
Lumens (lm)  = 14900 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 60.3

Dedicated fixture: 
ETC - Source Four

Heatsink

575W-HPL575LL
PHILIPS CODE: 7007LL
Voltage  = 240V 
Lamp life (50% h) = 1500 
Lumens (lm)  = 11760 
Colour Temp (k)  = 3050
Burning position  = Any 
LCL (mm)  = 60.3

Dedicated fixture: 
ETC - Source Four

Heatsink

600W-GKV
PHILIPS CODE: 6986P
Voltage  = 240V 
Lamp life (50% h) = 300 
Lumens (lm)  = 15000 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 60.5

G9.5

300W-M38
PHILIPS CODE: 6874P
Voltage  = 240V 
Lamp life (50% h) = 2000
Lumens (lm)  = 5200 
Colour Temp (k)  = 2950
Burning position  = Any 
LCL (mm)  = 46.5

GY9.5

500W-M40
PHILIPS CODE: 6877P
Voltage  = 240V 
Lamp life (50% h) = 2000
Lumens (lm)  = 10000 
Colour Temp (k)  = 2950
Burning position  = Any 
LCL (mm)  = 46.5

GY9.5

500W-A1/244
PHILIPS CODE: 7389
Voltage  = 240V 
Lamp life (50% h) = 75
Lumens (lm)  = 14000 
Colour Temp (k)  = 3200
Burning position  = VBD + 90 
LCL (mm)  = 36.5

GY9.5

750W-HPL750
PHILIPS CODE: 7008
Voltage  = 240V 
Lamp life (50% h) = 300 
Lumens (lm)  = 19750 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 60.3

Dedicated fixture: 
ETC - Source Four 

Heatsink

80mm 85mm 75mm 104mm 104mm 104mm 104mm 104mm

800W-GKV800W
PHILIPS CODE: 6982P
Voltage  = 240V 
Lamp life (50% h) = 200
Lumens (lm)  = 20000 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 60.5

G9.5

1000W-GAD (Blue Pinch)

PHILIPS CODE: 6995i/BP
Voltage  = 240V 
Lamp life (50% h) = 250
Lumens (lm)  = 25000 
Colour Temp (k)  = 3200
Burning position  = VBD + 90 
LCL (mm)  = 46.5

Dedicated fixture: 
Selecon - Pacific (red handle)

GY9.5

1000W-6995PP
PHILIPS CODE: 6995PP
Vari*Lite Code = 71-2526

Voltage  = 230V 
Lamp life (50% h) = 200
Lumens (lm)  = 25000 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 55

            Dedicated fixture: 
            Vari*Lite - VL5 GX9.5

1000W-7002Y
PHILIPS CODE: 7002Y
Vari*Lite Code = 71-2554

Voltage  = 240V 
Lamp life (50% h) = 250
Lumens (lm)  = 29000 
Colour Temp (k)  = 3200
Burning position  = Any 
LCL (mm)  = 72.5

            Dedicated fixture: 
            Vari*Lite - VL1000ERS G22

1200W-CP110 (Hi-brite)

PHILIPS CODE: 6980Z
Voltage  = 80V 
Lamp life (50% h) = 200 
Lumens (lm)  = 36000 
Colour Temp (k)  = 3250
Burning position  = Any 
LCL (mm)  = 63.5

            Dedicated fixture: 
            Selecon - Pacific 80V

G22

15V 150W-EFR/LL

PHILIPS CODE: JCR 15-150 H5
LIF = A1/223-5H

DISCO LAMP
Voltage  = 15V 
Lamp life (50% h) = 500 
Colour Temp (k)  = 3400
Burning position  = Any 

GZ6.35

24V 250W-ELC/5H

PHILIPS CODE: JCR 24-250 H5
LIF = A1/259-5H

DISCO LAMP
Voltage  = 24V 
Lamp life (50% h) = 500 
Colour Temp (k)  = 3400
Burning position  = Any 

GX5.3

12V 100W-EFP/5H

PHILIPS CODE: 6834/5H
LIF = A1/231-5H

DISCO LAMP
Voltage  = 12V 
Lamp life (50% h) = 500 
Colour Temp (k)  = 3400
Burning position  = Any 

GZ6.35

104mm 95mm 110mm 140mm 140mm

42mm

50mm

43mm

50mm

44.5mm

50mm

Note: Also available in ELC/10H

800W-P2/13
PHILIPS CODE: 13162R
ANSI = DXX

Voltage  = 240V 
Lamp life (50% h) = 75
Lumens (lm)  = 21600 
Colour Temp (k)  = 3200
Burning position  = HOR + 15 

R7s

800W-P2/11
PHILIPS CODE: 13477R
ANSI = EME

Voltage  = 240V 
Lamp life (50% h) = 150
Lumens (lm)  = 24400 
Colour Temp (k)  = 3200
Burning position  = HOR + 15 

R7s

1000W-P2/20
PHILIPS CODE: 7786R
Voltage  = 240V 
Lamp life (50% h) = 300
Lumens (lm)  = 30000 
Colour Temp (k)  = 3200
Burning position  = HOR + 15

R7s

1000W-P2/7
PHILIPS CODE: 13989R
ANSI = EKM

Voltage  = 240V 
Lamp life (50% h) = 200
Lumens (lm)  = 26000 
Colour Temp (k)  = 3200
Burning position  = Any 

R7s

1250W-P2/12 1000W-P2/35
PHILIPS CODE: 6358R
Voltage  = 240V 
Lamp life (50% h) = 200
Lumens (lm)  = 33750 
Colour Temp (k)  = 3200
Burning position  = HOR + 15

PHILIPS CODE: 13704R
Voltage  = 230V 
Lamp life (50% h) = 150
Lumens (lm)  = 26600 
Colour Temp (k)  = 3200
Burning position  = Any

R7s R7s

78.3mm 117.6mm 117.5mm 189.1mm 189.1mm 91.8mm

PAR56
NSP/ MFL/ WFL
Voltage  = 240V 
Lamp life (50% h) = 2000
Colour Temp (k)  = 3000
Burning position  = Any 
Wattage  = 300W

GX16d

PAR64
VNSP/ NSP/ MFL
Voltage  = 240V 
Lamp life (50% h) = 300
Colour Temp (k)  = 3200
Burning position  = Any 
Wattage  = 1000W

GX16d

PAR64 ACL
VNSP
Voltage  = 28V 
Lamp life (50% h) = 50
Colour Temp (k)  = 3200
Burning position  = Any 
Wattage  = 250W

Multipurpose/screw terminals   

HiBrite 750W FastFit

PHILIPS CODE: 7017G
Voltage  = 80V 
Lamp life (50% h) = 300
Lumens (lm)  = 22500 
Colour Temp (k)  = 3250
Burning position  = Any 

PGJX50

HiBrite 1200W FastFit

PHILIPS CODE: 7016G
Voltage  = 80V 
Lamp life (50% h) = 200
Lumens (lm)  = 36000 
Colour Temp (k)  = 3250
Burning position  = Any 

PGJX50

178mm 204mm 204mm

125mm 140mm

800W/230V FastFit

PHILIPS CODE: 7018G
Voltage  = 230V 
Lamp life (50% h) = 200
Lumens (lm)  = 20000 
Colour Temp (k)  = 3200
Burning position  = Any 

PGJX50

140mm

www.philips.com/lighting/entertainment

HALOGEN
Stage • Studio • tHeatRe • tV • diSCo  

technical information may be subject to change

Theatre - T Class

Studio/TV - CP Class (3200K)

Various Stage & Studio Disco Lamps

PAR56 & PAR64 FASTFIT™

Studio/TV - Linear P2 Class (3200K)


